
Product Specifications 
(产品参数) 

RMHL-xxx-
FL011/021 

RMHL-100-FL022 RMHL-150-FL032 Tolerances 
(公差) 

No. of COB-LED/COB-LED灯数量 (pc): 1 or 2 2 3 NA 

Power rating/功率等级 (W): 60 / 100 W 80 / 100 W 120 / 150 W ± 10% 

Current, max/最高电流量 (A): ≤ 0.28 / 0.48 A ≤ 0.38 / 0.48 A ≤ 0.58 / 0.68 A ± 10% 

Voltage/交流电压 (V): AC240V / 50Hz ± 10% 

Power factor/功率因数 (pf): ≥ 0.90 ± 0.03 

Operating temperature/工作温度 (oC): -10oC ~ 55oC ± 2oC 

Dimensions/尺寸规格 (L/W/H, cm): 28.5/23.5/16, 1x 
33.5/23.5/16, 2x 

45/31/25, 2x or 3x 
± 5% 

Weights/重量 (kg): 7 / 10 kg 9 / 11 kg ± 5% 

Initial Luminous Flux/初始光通量 (Lm): ≥ 85 Lm/W, 120o ± 5% 

Color Temperature/色温 (K): 6500K / 5000K / 3000K ± 5% 

CRI/显色 (%): ≥ 75% ± 2% 

Electronic lifespan/电器寿命: ≥ 30k hrs (小时) 

Certifications/认证: Electrical/电器: CE, RoHS, LVD;  Fixture/灯具: IP65 

Warranty/质保期 (months/月): 36 mths on selected products / 选择性产品, 36个月 

NOTE:  The above data is for product references, and REAL MAGIC has the right to make changes without notice.        注： 以上为产品数据参考, REAL MAGIC 拥有无条件更改参数权。 

Hi-Efficient LED Flood Lamp specifications (高效节能 LED 泛光灯产品参数): 

RMHL-100-FL021 RMHL-100-FL022 
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